
QuadroE1/T1 

Connectivity

FXS 1 port

WAN: Ethernet RJ45 1 port

E1/T1 1 port

PBX extensions 29

Call signaling
SIP, SDP, RTP, H323, Fax over IP,  
E1-CAS (including R2 support), 

T1-CAS, PRI, Loop Start

LAN: Ethernet RJ45 1 port

Voice coding G.711, G.726, G.729, iLBC

External connectivity:  
Radius client for billing •

PBX Features

Auto attendant •
Call statistics •
Caller ID •
T.38 fax, fax relay and clear channel fax •
Call Reporting  
(Authentication, Authorization, Accounting) •

Internet

R£ ¨¤u£ s ~īw¦£q¥y ~ •
Remote diagnostics and software upgrade •
Remote system log analysis and download •
STUN/NAT traversal •
DIFFSERV QoS •
` |ysª q~t ¤u£§ysu ī|¥u£y~w •
c¥q¥uv¦| y~¤¡us¥y ~ ī£u¨q|| •
LAN DHCP server/WAN DHCP client •
DNS server •
SNTP •
PAP/(MS)CHAP •
PPPoE •

QuadroE1/T1 Feature Overview

QuadroE1T1

Epygi aims for the underserved 

SOHO market with high quality, 

feature enhanced IP PBXs, Confer-

ence Servers and VoIP Gateways.

Epygi improves return of invest-

ment through new products based 

on deep telecommunications 

network knowledge. Our products 

lower costs and deliver value with 

technology in step with the times.

Feature rich products combin-

ing high voice quality, emerging 

Internet services and traditional 

telephony make Quadro products 

a unique value unifying legacy net-

works with computer telephony.
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